imc DEVICES .

Patch for 2013-015197 I m C

Description of the program
imc_Dev _Fix 2013 01 _01 _015197.exe

On 01/01/2013 a firmware problem was detected in imc DEVICES imc STUDIO-based measurement
systems.

The problem affects the initialization process of a measurement and causes the posting of an error
message due to incorrect interpretation of the time. This prevents the measurement system from per-
forming any further measurements.

With a few exceptions, the problem affects all systems working with the software versions imc DEVIC-
ES and imc STUDIO. Not affected: all devices of the types imc MUSYCS and imc uy-MUSYCS, older
models of imc BUSDAQ (serial numbers: 09xxxx), imc SPARTAN-L and imc SPARTAN-S (serial num-
bers: 09xxxx), imc CRONOS (PC-Version) as well as ANDIS 1.

1.1 Remedy

A remedy of the operating software and the firmware of imc systems is available as the program
imc_Dev_Fix_2013_01_01_015197.exe. This program can be downloaded from imc’s website under
www.imc-berlin.com/015197.

Additionally, versions of the software imc DEVICES 2.6, 2.7 2.8 as well as of imc STUDIO 3.0 and 4.0
have been made available in our website’s Download area.

The program imc_Dev_Fix_2013_01_01_015197.exe enables:

1) correction of the firmware in the imc devices. This step is mandatory for fixing and restor-
ing the operational capabilities of the device.

By correcting the firmware in accordance with (1) the installation of the software on the com-
puter itself is not changed, but a measuring operation of these devices is now possible. How-
ever, after a new firmware update a device would show the error again. To prevent this, we al-
so recommend the step (2).

2) correction of the relevant firmware file belonging to the imc DEVICES/imc STUDIO soft-
ware on the operating computer. For measurement operation of the fixed device, this step is
not necessary, but strongly recommended.

Note: If you only fix the firmware files on the PC (just step 2), then a firmware-update is not in-
itiated upon the next preparation procedure! In this case, the firmware within the device will not
automatically be fixed and the measurement still cannot be started.

If you install any operating software for imc devices in the future, we strongly recommend downloading
one of the available versions, mentioned above.
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1.2 Installation

The program does not need any installation routine. Unzip the file
imec_Dev_Fix_2013_01_01_015197.zip and copy the program to a folder on your computer.

Start the program imec_Dev_Fix_2013_01_01_015197.exe.

1.3 How to run imc_Dev_Fix 2013 01_01_015197.exe

#= imc_Dev_Fix_2013_01_01_015197 Rev 1 X|

— Fix local devices

| Search devices I Fix zelected devices | [” Preselect devices
D evicename | M etworkname | State | -
O busDA0_%_130025 imcDev_ 0E130026 0kl
O busDal = 130820 imcDew 09130820 Caonnected
O CRPLZ 122112 wiavE imcDev_ 0E122112 Funning
[ FeldbusT estRack_01 imcDew_ 12141829 Fix required! o
O Geratz_123359 imcDey 07123359 Fix required!
O imc_aNDIS_v_251138 imcDev_ 08251138 0kl
Oimc_CL_4124 126715 imcDev 12126715 Connected
O imc CRC_400 140175 imcDev 03140175 Fis required!
O imc_CRC_400_140625 imcDev_ 10140625 Connected
Oimc_CRC_400_141547 imcDev__ 11141547 Kkl
O imc_CRC_400EL_140528 imcDey 10140628 Fix required!
O imc_CRF:_2000G_130001 imcDew 12130001 Fix required!
O imc_CRF=_400_ 141068 imcDey 12741068 Connected
O imc_CRF=_400_141127 imcDev_ 12141127 Caonnected
O imc_CRF<_400_141510 imcDev_ 11141510 Fix required!
O imc_C5_1016_415941 imcDew 12415341 Fix required! j

— Fix remaote device

Fix by DMS name or IP address | I

— Fix inztallation

Select and fix firmware files |

—Log

2013.01.04 11:19:16.286: Detecting state of device imeDew_ 051240241 ;l
2013.01.04 11:19:16.286: Device iz connected to: PC-F_KNOTEBOOE_1!

20132.01.04 11:13:16.286: Detecting state of device imcDev_ 051272221

2013.01.04 11:19:16.307: Device iz connected to: PC-PEJO0T!

2012.01.04 11:19:16.201: Detecting state of device imcDev_ 107140667!

2013.01.04 11:19:16.307: Device is connected to: PC-PEJO0E]

2012.01.04 11:19:16.201: Detecting state of device imcDew_ 03140154

2013.01.04 11:19:16.348: Device needs to be fixed! j

Cloze
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1.3.1 Correcting the firmware in the device (mandatory)

1. The imc device must be activated and accessible via Ethernet.

2. Via either of the operating software packages imc DEVICES or imc STUDIO, no computer
may be connected with the device.

3. No measurement may be running, not even by means of self-start. In this case, the device is
listed in the program, but is not available for selection. If the device is selected by its IP Ad-
dress or its DNS Name, then it is possible to stop the running measurement.

4. imc BUSDAQ type devices may not run in sleep-mode or “Wake On CAN”. Therefore, if the
CONTROL plug is wired for sleep-mode, unplug it. If it is not possible for you to remove the
wiring of the CONTROL plug, it is absolutely necessary, that the device does not go into
sleep-mode during the procedure.

a. If the sleep-mode is controlled via a control signal, e.g., the ignition of a vehicle, make
sure that the device is kept active with the corresponding signal.

b. If you are using “Wake-On-CAN”, at least one of the corresponding CAN nodes must
recognize activity on the CAN-bus for the duration of the running program.

5. Start the program imc_Dev_Fix_2013_01_01_015197.exe

1.3.1.1 Correcting devices which are accessible directly via network

1. Select the button "Search devices" in the section "Fix local devices". The program lists all ac-
cessible devices and indicates in the Status column whether a correction is required.

2. Select the desired devices. Only devices having the status "Fix required!" are available for se-
lection. The selection can be configured from the program with the option "Preselect devices".

3. Click on the button "Fix selected devices". The correction will then be performed within a few
seconds per device.

4. After the correction, the status will be refreshed in the list and the device is deselected auto-
matically. Check the status as well as the messages in the log window
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1.3.1.2 Correcting devices which are connected via a router

1. Enter their TCP/IP address or DNS name in the section "Fix remote device" and click on the
button "Fix by DNS name or IP address".

2. Should the selected device be measuring, you can stop the measurement. If an existing self-
start cannot be automatically restarted, then a corresponding message will appear.

3. If a device is configured for self-start, then it can be automatically restarted after a successful
correction of the firmware, if the following requirements are fulfilled:

a. Serial number of the device is 12xxxx or larger, produced after summer 2003
b. Firmware version of the device:

i. Serial numbers 13xxxx or lager:
imc DEVICES version 2.6 R3 SP5 from 10.20.2007 or newer

ii. Serial numbers 12xxxx, produced after summer 2003:
imc DEVICES version 2.7R2 or newer

c. The device must have a storage medium with at least 64 KB of free storage space.

4. To check the results, pay attention to the message boxes and the information in the log win-
dow.

1.3.2 Correcting the software on the PC

1) Start the program and select the button "Select and fix firmware files" in the section "Fix instal-
lation ".

2) Navigate to the pre-selected file Umc54prg.UMB. This is located in the operating software’s
folder, e.g. C:\Program Files (x86)\imc\imc_DEVICES_2.8R3\Firmware.

3) Select this file.

4) In case there are additional versions of the imc operating software installed on the PC, carry
out the same procedures for all installations.

Notice: Depending on your operating system and the installation path of the software, you may be re-
quired to have Windows Administrator rights to correct the software on the PC. Should the access
rights for the files be missing, then a message will appear. Also, pay attention to the outputs in the log
window of the program to check whether the correction was successful. If the correction was not suc-
cessful, repeat the above steps with administrator rights, to ensure that during future firmware updates,
the faulty firmware will not once again be installed on your device.

In case of problems or questions, our customer service will be happy to help:

Germany:

imc MeBsysteme GmbH
Phone: 030/46 7090 - 26
Fax: 030/4631576
WWW: www.imc-berlin.de
E-Mail: hotline@imc-berlin.de

For our international partners see www.imc-berlin.com and click to International Distributors
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